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M23 Connector Cable

Connector 1 Connector 2 Connection Length Feature Application Model

M23 (Socket-
Female)

12-pin

11 -wire

Pin no. Wiring Spec. Pin no. Wiring Spec.
1 White

AWG22

7 Black
AWG22

2 Green 8 Purple
3 Yellow 9 Blue

AWG17
4 Gray 10 -
5 Pink 11 Brown
6 Red 12 Green / Yellow

4 m

Oil resistant PVC Distribution 
boxes

CLDH12C-040

6 m CLDH12C-060

7 m CLDH12C-070

8 m CLDH12C-080

M23 Connector 12-Pin 

  ■ Dimensions
• Unit: mm, For the detailed drawings, follow the Autonics website.

• Socket-Female

45
18

.5

Ø26
49

Ø10.5

M23 Connector 19-Pin 

Connector 1 Connector 2 Connection Length Feature Application Model

M23 (Socket-
Female)

19-pin

19-wire

Pin no. Wiring Spec. Pin no. Wiring Spec.
1 Purple

AWG22

11 Black AWG22
2 Red 12 Green / Yellow AWG17
3 Gray 13 Yellow / Brown

AWG22

4 Red / Blue 14 Brown / Green
5 Green 15 White
6 Blue AWG17 16 Yellow
7 Gray / Pink

AWG22

17 Pink
8 White / Green 18 Gray / Brown
9 White / Yellow 19 Brown AWG17
10 White / Gray

4 m

Oil resistant PVC Distribution 
boxes

CLDH19C-040

6 m CLDH19C-060

7 m CLDH19C-070

8 m CLDH19C-080

  ■ Dimensions
• Unit: mm, For the detailed drawings, follow the Autonics website.

• Socket-Female

45
18

.5

Ø26
49

Ø13
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